
Pier Audio Series

MODEL: MS-88SE 
    MANUAL

Informations importantes pour votre garantie 

erci  pour  l'achat  de  notre  amplificateur  Pier  Audio  Series  MS88SE  de  la
gamme Classique 100% fait à la main et câblé en l'air.M
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et amplificateur“pure”tubes bénéficie d'un traitement haut de gamme tant par
la qualité de ses composants et l'évidence de son schéma électronique, que par

la  fabrication  exceptionnelle  de  ses  transformateurs  realisés  sur  un  cahier  des
charges rigoureux. Il  est préparé pour un usage immédiat “plug and play” et équipé
de tubes modernes de haute qualité choisis après écoute sélective .

C

près  la  période  de  rodage  comprise  entre  50  et  100h,  il  est  fortement
recommandé de vérifier le niveau des courants de repos nommés“Bias”des 4

tubes de puissance KT88 après 10 minutes de chauffe et sans signal musical. Utilisez
le vu-mètre en façade (3) et ajustez à l'aide d'un petit tournevis plat sur 0,40v ou
0,45v au maximum (230V)chaque tube de puissance soit 1 fois sur chacune des 4
positions (2)  pour un parfait équilibre sonore mais également pour leur durée de vie
maximum. Un test de vérification de bias est conseillé en moyenne tous les 6 mois. Si
un tube de puissance venait à rougir anormalement, vérifiez le bias immédiatement et
éteignez l'ampli si le bias est incontrôlable puis contactez notre centre technique.

A

ode ultralinéaire ou Triode(1)Vous pourrez choisir soit le mode Triode pour un
son un peu plus“doux”avec une perte de dynamique dont il faut être conscient

sur tout système acoustique de rendement “faible” à “normal “de 85dB à 93dB et le
mode  ultralinéaire  par  simple  commutation(1)ou  l'amplificateur  délivre  toute  sa
puissance,  ce que nous conseillons  le  plus souvent  pour obtenir  un son vivant  et
dynamique. Si  votre système est à haut rendement de 94dB à 110dB, vous pouvez
essayer le mode triode et vérifier par vous même la différence sonore. Le réglage des
bias des tubes de puissance est à nouveau conseillé selon le mode choisi qui a obtenu
votre  préférence.  N'hésitez  pas  à  nous  consulter  pour  une  association  parfaite
Enceintes/Ampli.

M

ode intégré“intégrated”ou amplificateur  de puissance”power amp”(6),  par
simple commutation, l'amplificateur est utilisable en ampli/pré-ampli soit son

fonctionnement normal de grande qualité ou en bloc de puissance “power amp”en
connectant un pré-ampli externe. Sachez que vous dépendrez alors de la qualité du
pré-ampli  associé.  N'hésitez  pas  à  nous  consulter  pour  des  conseils  adaptés  lors
d'une évolution sans baisse de la qualité finale par l'ajout d'un pré-ampli.

M

près l'usure normale des tubes d'environ 3000/4000h, n'hésitez pas à contacter
notre centre technique Pier Audio pour envisager leur changement afin d'obtenir

la meilleure qualité sonore disponible sur le marché et s'équiper en tubes testés et
validés par nos techniciens.

A
Cet appareil est garanti 2 ans, les tubes sélectionnés 6 mois.

oute  utilisation  non  conforme  peut  entraîner  une  étude  du  service  technique
pouvant remettre en cause la garantie contractuelle T
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oyez sérieux quand à la surveillance de votre appareil et évitez  un allumage trop
rapide, un délai d'1 minute de refroidissement est nécessaire après une coupure

d'alimentation électrique pour préserver vos tubes d'une décharge de courant trop
rapide  et  dangereuse  et  profiter  uniquement  de  son  potentiel  musical  sans  choc
électrique. 

S

ous restons  à  votre  disposition  pour  tout“up grade“par des  tubes  (NOS)  et
militaires de notre collection pour améliorer encore les performances musicales

de votre amplificateur et obtenir des lampes d'une durée de vie pouvant dépasser 10
000H. Ce service est réservé uniquement aux propriétaires d'un ampli de la gamme
Pier Audio Series .

N

a  plupart  des“pannes”sur  nos  amplificateurs  proviennent  en  général  des  tubes,

N'hésitez  pas  à  contacter  notre  service  technique  avant  tout  transport  chez  votre

revendeur souvent inutile, la solution se traite à distance par simple appel téléphonique et un

test simple et rapide.

L

Vous voilà maître de votre amplificateur ! Bonne musique!

Centre Technique & Commercial (sur rendez vous uniquement)
Sarl Pier Audio
Moulin Huchigny
41100 Coulommiers la tour 
Tél :06.12.61.34.21
Mail:sarlpieraudio@yahoo.com
Site officiel :www.pier-audio.com

Ⅰ GENERAL INSTRUCTION

 Four KT-88 are used for class AB1 push pull amplification. 
 Low magnetic  leakage,  wide  frequency  and high efficiency EI  audio
transformer are specially manufactured for  Pier Audio series MS-88SE by
applying our unique workmanship.
 Two 6SL7 and two 6SN7 are used in the pre amplifier.
 Integrated/amp two work styles.
 High class import Japanese ALPS potentiometer.
 All-vacuum tube design, all hand-made.
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Ⅱ SPECIFICATIONS

 Power Output 2×48W (Ultralinear)
                            2 x24w(Triode)
 Frequency response 18Hz~32kHz
 THD 1% (1kHz)
 S/N ratio 89dB
 Input impedance 100kΩ
 Input sensitivity 290mV(Integrated)
                            500mV(Amp)
 Output impedance 4Ω,8Ω
 Power requirement 230VAC±5%, 50/60Hz
 Weight 30kg
 Power consumption         280W
 Tube                     KT88x4, 6SN7x2,6SL7x2,5Z3PAx2
 Dimension 430×220×402mm (W×H×D)

III OPENING THE PACKAGE

  Please check the carton carefully whether there are any damages before you open it.
Put it on a flat surface with the arrow upward. Rip away the sealed tape and open the
carton, then you’ll find: 
① An amplifier of Pier Audio series MS-88SE, 
② An operation manual,
③ A power supply cord,
④ Two fuses.

 A pair of glove.⑤
   Note:  Be sure to  use at  rated voltage.  Please check whether  the rated  voltage
marking on the back plate corresponds to your line voltage. If not, please contact your
dealer.
  Suggestion: Please keep the carton and the other wrappings well, perhaps you’ll use
them when move the amplifier.

IV CONNECTION

  Select the suitable output impedance for your speaker and connect the amplifier to
the speaker with sound specialized line, don’t confuse L with R.
  Connect the amplifier  to your sound source,  don’t  confuse L with R. Select the
suitable input way for sound source.
  Then connect the power cord. At first insert the cord plug into the power socket, and
next, insert the other end of the cord into an electrical outlet.
  Warning: The receptacle which the amplifier power cord is connected to must be the
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3-pin grounding type.

V TURNING ON

  Note: Be sure to adjust the volume  ④ to the lowest position before turning on the
amplifier.
  When you’re sure the connections are right, turn it on by pressing the power button
①, then the indication lamp will light up, indicating the amplifier is working. After
preheating for several minutes, the amplifier will work normally. Then you’ll enjoy
the music by adjusting the “Volume” while your sound source is working.
  Caution: To prevent damage to the amplifier, never cut off the speaker cable while
the unit is on.
  Note: Never exchange the position of the vacuum tubes. 

VI Warning

● Be careful when carrying in order to avoid damaging the vacuum tubes
and the other components.
● To reduce the risk of electric shock, don’t remove the cover.
● Don’t attempt to repair the product by yourself.
● No user  serviceable  parts  inside.  Refer  servicing  to  qualified  service
personal.
● Keep liquid away from the amplifier. If you spill liquid into the unit, pull
out the power plug at once and consult your dealer.

VII DIFFICULTIES
   Basic troubleshooting of an amplifier  is similar to troubleshooting of any other
electrical or electronic equipment. Always check the most obvious possible causes
first. To give you a few ideas of what to look for, check the following.

Problem Cause Remedy 

No  power  when  POWER  is

pressed.

⑴ Mains  plug  not  inserted

correctly.

⑵ The fuse is broken.         

⑴ Plug in securely.

⑵ Replace the fuse with a

   new one of the same

   type .

The  location  of  music  is  not

fine.

L and R of input or output are 

mistaken or positive and 

negative of speaker terminal is

mistaken. 

Reconnect it.

No sound Volume control is set to Turn up the volume
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minimum 

Source Selector set to wrong

Speakers are not connected

Wrong input is selected

Check Selector

Check speaker cables

Check input selection

The noise is overloud. Not fine signal shielded cable.

The signal cable, power supply

cord and the video frequency 

cable are placed too close or 

get tangled up.

Components or circuits are in 

trouble.

                      

Replace the signal cable   with

a good one

Put  the  connections  in  good

order.  Keep  the  signal  cable

away from the others.

Contact your dealer  

VIII WARRANTY SERVICE
▲ This product is warranted for a period of twelve months beginning from
the date of purchase.
▲ The defective product must be returned to your dealer or our company
for repairing when your dealer or our company accepts your requirement.
▲ The warranty doesn’t extend to any product that has been opened by you
without permission of our company.

IX NOTICE
The information in this manual is subject to change without notice. 

X Diagram
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               Diagram 1. Pier Audio series MS-88SE front panel
   

   ①Power
   Exterior KT88 electric current adjustment switch②

Electric current meter③
④Volume

Input selector⑤
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Diagram 2. Pier Audio series MS-88SE rear panel

        ① Input socket
         ②R channel output (4Ω,8Ω)
        ③ L channel output (4Ω,8Ω)                     
        ④ Power socket (with fuse)  
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Diagram 3. Pier Audio series MS-88SE tube arrangement

1.Ultralinear/Troide switch       2.V5 Kt88 electric current adjustment     
3. V6 Kt88 electric current adjustment
4. V7 Kt88 electric current adjustment  

    5. V8 Kt88 electric current adjustment   6.Integrated/Amp selector
             V1, V2 （6SL7）             

V3, V4,  （6SN7）
             V5，V6,V7,V8  (KT88)

V9，V10 (5Z3PA)
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Diagram 3. Pier Audio series MS-88SE top

           ①V1：（12AX7）
           ②V2,V3：（12AU7）
          ③ V4，V5，V6，V7，V8，V9，V10，V11 (EL88)
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